
Technical requirements: 
1. Rating:

21 

CQC: 6(4) A 125/250V� 
VDE,ENEC: 6(4) A 250V� 

UL , cUL: 10(6) A 125/250V� 
1/2HP 125/250V� 
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2. Operating force: 650士350gf
3. Contact resistance: �50m0

4. Electrical life: ? 10000 cycles

5. Withstand Voltage :Between all terminals:
1500VAC (50-60Hz) 5s 
Terminals to Button: 
3000V AC (50-60Hz) 5s 
Leakage Current : 5mA 

6. Insulation Resistance : ? 1 OOMO 500V DC
7. Environmental temperature: : -25~+125
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PANEL DIM.X DIM.Y THICKNESS 
0.75~1.25 19.0~19.2 13.0 

1.25~2.0 19.3~19.5 13.0 
2.0~3.0 19.6~19.8 13.0 

UNIT单位：mm
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0~10 土0.1;
10~20士0.2;
20~50士0.3;
50~ 土0.5; I 告芒r-- I SCALE比例：FREE

PART NO. 料号：HS8-F1-6-01Q100-8803

PRODUCT MODEL型号： HS8 
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HS8F1C1004 东莞市德沃电子科技有限公司Dongguan Dewo Electronics Technology Co., Ltd. 


